
Resolutions 1920*1080

Lens 4P+1G+IR

Image Sensor 1/3’‘ CMOS SUNPLUS

Frame Rate 30fps

Field of View(D/H/V) 67°/60°/36°

Zoom None

Focus Method Fixed

Focus Length 8cm-infinite

White Balance

Exposure

Compression Format MJPEG/YUV

Microphone 1 Analog Microphone

Mics Sensitivity -36dB

Speaker None

Interface USB-A to USB-A

Cable Length 1.8M

USB Standard USB 2.0

Mounting Option Clip and 1/4” thread for tripod

Privacy Shutter Slide

Indicater Light Blue, front

Dimensions 10*8*6.2cm

Weight 111g

Color Black

Remark:
1. Payment term: T/T 40% as deposit, 60% TT in advance.
2. MOQ: 3,000pcs(No request with our neutrual packaging)
3. Port of shipmnet : FOB ShenZhen
4. Lead time: 40days after deposit received and details confirmed
5. Validity: within 15 days

Connectivity

Ease of Use

Compatibility

General

H806

Video

Audio

Auto Correction

Works with Windows, macOS, Android or Linux, and most
platforms and operating systems to ensure compatibility

and seamless integration in the workplace

Shenzhen Anywii Electronics Technology Co., Ltd
web:

www.anywiitech.com
Tel / Fax: (86) 755 8672 0744

Wechat/ Mob/whatsapp: 0086 13425161927
Email: yorkezhang@anywii.com
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