
Image Sensor 1/2.9'' CMOS 

Effective Resolution Dual lens 1920*1080P-4MP

Frame Rate Adaptive

Zoom 10x Digital

Bit Stream 384kbps-2560kbps

IR-CUT filter 10pcs  850nm

White Light 18pcs

Video Compression H.265

Audio Input Analog MIC,SNR 42dB

Audio Output 8Ω/MAX2.4W speaker

Live Chat Full Duplex Two Ways Talk

Operation System Linux

APP Botslab

CPU TSING MICRO

Storage Cloud or Local(128GB SD Max)

Power 180mA±10mA@12V/450mA±10mA@5V

Wireless Network  2.4Ghz-WIFI support，802.11b/g/n/ax

Wired Network RJ45

Video Record Event recording or Continuous recording

Detection Motion/Human/Vehicle/Pets/Package

Siren Voice and light

Human Track Support

Preset 6 Positions

Privacy Protection Sleep Mode

Recording Continuous or Event-triggered

Dimensions 8*8*12.5cm

Power 180mA ±10mA@12V/450mA ±10mA@5V

Working Temperature  -20℃~55℃

Weight 340g

Color White

Pan/Tilt/Zoom Pan 355°/ Tilt 90°

Communication

Shenzhen Anywii Electronics Technology Co., Ltd
web:

www.anywiitech.com
Tel / Fax: (86) 755 8672 0744

Wechat/ Mob/whatsapp: 0086 13425161927
Email: yorkezhang@anywii.com

Parameters Photo

Remark:
1. Payment term: T/T 40% as deposit, 60% TT in advance.
2. MOQ: 1,000pcs(No request with our neutrual packaging)
3. Port of shipmnet : FOB ShenZhen
4. Lead time: 40days after deposit received and details confirmed
5. Validity: within 15 days

Night Vision
Infrared Monochrome/Smart Full Color/Blacklight

Full Color(Auto/Manual)

System

Interfaces

Function

General

V421A

Camera-Image


